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İRMİK SASÖRÜ

SEMOLINA PURIFIER
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MODEL
TYPE

Kapasite
Capacity

Hava İhtiyacı
Air Required 

m3/min

Vibro Motor
Vibratory Motor

kW

Strok
Stroke 

mm

Devir
Rpm

rev./min

Eleme Alanı m2

Sieve Area m2
Motor Devri

Rpm
Hacim

Shipping 
Volume 

m3

A B C D
Alüminyum
Aluminium

Net
Net

Brüt
Gross

GD-SSD-50
Ürüne bağlı olarak değişir.
Depends on the product

40-70 2x0.20 0-9 600 5.9 1300 1600 4.9 1300 1250 680 555

GD-SSR-60
Ürüne bağlı olarak değişir.
Depends on the product

60-85 2x0.40 0-9 600 7.2 1350 1625 7.1 1520 1460 790 680

GD-SSD-100
Ürüne bağlı olarak değişir.
Depends on the product

80-140
2x0.20

0-9 600 11.8 2750 3100 10.1 1300 1230 680 555
2x0.20

GD-SSD-120
Ürüne bağlı olarak değişir.
Depends on the product

120-170
2x0.40

0-9 600 14.4 2825 2900 14.72 1520 1460 790 680
2x0.40

SSR-50 / SSD-100  500x490
SSR-60 / SSD-120  500x600

Toplam Elek Sayısı =24 Adet
Total Sieves  =24 pcs

Alüminyum kasa / Aluminium case

ELEK ÖLÇÜLERİ / SIEVES DIMENSIONS



w w w . g d m . c o m . t rw w w . g d m . c o m . t r
dünya küçüldükçe biz büyüyoruz

D

B B

A

C

B - ÜRÜN ÇIKIŞI
B - PRODUCT OUTLET

A - ÜRÜN GİRİŞİ
A - PRODUCT INLET

D - HAVA ÇIKIŞI
D - AIR OUTLET

C - DİGER ÜRÜNLER
C - TAILINGS

 

İRMİK SASÖRÜ KULLANIM AMACI:
Un ve irmik fabrikalarında, irmiklerin temizlenmesi ve sınıflandırılması 
için kullanılır.

ÇALIŞMA PRENSİBİ
Akış miktarı ayarlanabilen ürün; Bir perde sayesinde tüm elek yüzeyine 
düzgün olarak dağılır.
Airodinamik hava kanalı ve hava ayar klepeleri ile tüm elek yüzeyinde 
eşit vakum oluşturulur; kepek ve kepek gibi tutunma yüzeyi 
genişletilmiş ürünler vakumla askıda tutularak ürün’den ayrıştırılıp 
çıkış kanalına itilir.
Kepek’ten arındırılmış ürün (İrmik) elekler sayesinde tane iriliğine göre 
tasnif edilir.

ÖZELLİKLER VE AVANTAJLAR
•  Genişletilmiş elek yüzeyi sayesinde yüksek kapasite.
•  Fırça ile etkin temizleme.
•  Ayarlanabilir eleme hızı.
• Vibro motorlu tahrik sayesinde sorunsuz çalışma ve minimum 
periyodik bakım.
•   Sessiz çalışma.
•   Kolay temizlik ve sağlık şartlarına uygun yüzeyler.
• Ayarlanabilir gerdirme tertibatlı hafif alüminyum metal elek 
çerçeveleri ve kolay elek değişimi.
• İstenirse ahşap kasa da kullanılabilir.
• Gerekli yerlerde irmik sasörünün ortasından Ø120 lik akıntı borusu 
geçebilmektedir.

SEMOLINA PRUIFIER APPLICATION AREAS
The square plansifter is a machine used in flour mills for the 
classification of the flour, bran and semolina ground by the roller mills 
according to the desired granulation. It is also in the final steps for 
control of the finished product before storage or bagging.

OPERATION
The meterial fed to the machine at a uniform rate is distributed 
across the entire width of the sieve via a feed gate.This provides 
for a continuos process and thus reproducible product quality. The 
optimized design of the air collection duct enables residue-free and 
therefore hygienic operation.Bran and similar products are separated 
from the semolina and transferred to discharge outlet. The product 
(semolina) which is separates from bran, is classified in according to 
size of grain by using sieves.

FEATURES
•  High capacity by using larger sieves.
•  Effective cleaning by using brushes.
•  Adjustable screening speed.
• Trouble-free working contitions and minimum periodic maintenance 
by means of vibromotors.
•  Silent operation.
•  Easly cleaning process and hygenic working conditions.
•  Light metalic screen frames with adjustable tightening device and 
easly placeable screens.
•  Wooden case can be used if desired.
•  Where necessary sasörünün mid-Ø120 of semolina discharge tube 
can be passed.
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1 - ANA HAVA AYAR KLAPESİ
2 - TURBULANS ODASI
3 - HAVA AYAR VİDALARI
4 - ELEKLER
5 - İRMİK ÇIKIŞ
6 - KABA ÜRÜN ÇIKIŞI

1- MAIN AIR ADJUSTMENT VALVE
2- TURBULANCE CHAMBER
3- AIR ADJUSTMENT SCREWS
4- SCREENS
5- GRADED PRODUCT OUTPUT
    DEPARTMENT
6- GRADED PRODUCT OUTPUT BOX




