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VİBRO-MİCRO BESLEYİCİ

VIBRO-MICRO
	 FEEDER
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VİBRO BESLEYİCİ
Vibrasyonun zemine geçmesini önlemek için lastik takozlar konmuştur. 
Vibrasyon miktarı motor ağırlıklarından ayarlanır. Giriş deposu 0.164 
m³ ürün alacak kapasitededir. Üst kapağa sensör ve kontrol kapağı 
konabilir. Giriş ve çıkışında bez torba takılarak, vibrasyonun diğer 
makinalara ve borulara geçmesi önlenmiştir. Filtre altında, atıkların 
sisteme katılmasında kullanılır. Atıklar için kullanıldığında, mıknatıs 
konması tavsiye edilir.

MİCRO BESLEYİCİ
Micro yedirici toz şeklindeki kimyevi ve granül maddelerin hassas 
şekilde sisteme dahil edilmesi ve un, irmik fabrikalarında filtre 
tozlarının veya benzer maddelerin sisteme kazandırılmasını sağlar. 
Toz malzemeler için lineer bir akış sağlanmakta yedirici içerisinden 
geçecek ürünün oranları ayarlanır ve bunker içerisindeki filtre tozu 
sisteme dahil edilir.

VIBRO FEEDER
Rubber wedge was put for preventing vibration to the floor. The vibro 
feeder vibration amount is set of vibration motor weights. Introduction 
storage capacity is 0.164 m³. The storage of top can be either sensor 
or checking cover. Input and output section of attaching the cloth bags 
for absorber to vibration to other machines. This machine designed 
for difficult stocks such as low grade flour obtained from waste flour 
waste flour or Filter. If used for waste flour is recommended to put a 
magnet.

MICRO FEEDER
It provides the introduction of chemical and granular materials in the 
form of micro-nutritious powders into the system and the introduction 
of filter powders or similar substances in flour, semolina factories. The 
horizontal mixer structure running through the gear system is provided 
with a linear flow for the powder material swith low flow rate.

MODEL
TYPE

Ağırlık
Weight (kg)

Motor
Power  (kW - rpm)

Ambalaj Hacmi
Shipping Volume (m3)

GD - MIC 190 0.55 kW 1440 rpm 3.61

GD - VIB 82 0.085 kW 1500 rpm 2.92

GD - VIBGD - MIC

MODEL
TYPE

Teknik Bilgiler / Technical Data
Ağırlık
Weight
( kg )

Ambalaj Hacmi
Shipping Volume

 ( m³ )

Motor
Power

(kW - rpm)

Teknik Bilgiler ve Montaj Ölçüleri
 Dimensions & Technical Data

Vibro - Micro Besleyici / Vibro - Micro Feeder

1-GİRİŞ AĞZI
1-INLET

Vibrasyonun zemine geçmesini önlemek için lastik
takozlar konmuştur. Vibrasyon miktarı motor
ağırlıklarından ayarlanır. Giriş deposu 0.164 m³ ürün
alacak kapasitededir. Üst kapağa sensör ve kontrol
kapağı konabilir. Giriş ve çıkışında bez torba takılarak,
vibrasyonun diğer makinalara ve borulara geçmesi
önlenmiştir. Filtre altında, atıkların sisteme katılmasında
kullanılır. Atıklar için kullanıldığında, mıknatıs konması
tavsiye edilir.

VİBRO BESLEYİCİ

Rubber wedge was put for preventing vibration to the floor.
The vibro feeder vibration amount is set of vibration motor
weights. Introduction storage capacity is 0.164 m³. The
storage of  top can be either sensor or checking cover. Input and
output section of  attaching the cloth bags for absorber to
vibration to other machines. This machine designed for difficult
stocks such as low grade flour obtained from waste flour waste
flour or Filter. If  used for waste flour is recommended to put a
magnet.

VIBRO FEEDER

2-ÇIKIŞ AĞZI
2-OUTLET

3-BESLEME HAZNESİ
3-FEEDER CHAMBER

4-DEPO
4-STORAGE

Micro yedirici toz şeklindeki kimyevi ve granül maddelerin
hassas şekilde sisteme dahil edilmesi ve un, irmik
fabrikalarında filtre tozlarının veya benzer maddelerin
sisteme kazandırılmasını sağlar.
Toz malzemeler için lineer bir akış sağlanmakta yedirici
içerisinden geçecek ürünün oranları ayarlanır ve bunker
içerisindeki filtre tozu sisteme dahil edilir.

MİCRO BESLEYİCİ

It provides the introduction of chemical and granular
materials in the form of micro-nutritious powders into the
system and the introduction of filter powders or similar
substances in flour, semolina factories.
The horizontal mixer structure running through the gear
system is provided with a linear flow for the powder materials
with low flow rate.

MICRO FEEDER
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GD-VIB 82 0.085 kW 1500 rpm 2.92

GD-MIC 190 0.55 kW   1440 rpm 3.61

GD-MIC GD-VIB




