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1. URUN GIRISI
2. URUN CIKISI
3. MOTOR
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1. MATERIAL INLET
2. MATERIAL OUTLET

3. POWER
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TYPE (mm) (mm) (mm) (mm) (mm) (mm) Power (kW - pm) Weight (kg)
GO -VIT- 0.12 kW 66 d/d 200
GD-VIT-2 790 465 780 405 400 305 0.55 kW 27 d/d 400
GD-VIT-3 830 580 1030 600 510 510 0.55 kW 27 d/d 450

VITAMIN MAKINESI

Un fabrikalarinda katki maddesinin un helezonuna Karistirilmasinda
kullanilir. Elektronik hiz kontrol cihazi yardimiyla motorun hizi
ayarlanmak suretiyle 10 gr-300 gr’akadar katkimaddesi karistirilabilir.
Dusuk devirlerde calisan motorun fazla isinmasini 6nlemek icin motora
extra sogutucu fan takilmistir. Karistiricili ve siyiricili palet surekli
vidayi besler ve dogru miktarda katkinin karisimin saglar. Makinanin
beslenme haznesi yaklasik 60 lt kapasitedir. Farkli hat ve yapilariyla,
farkli miktarda istedigimiz kapasiteleri elde ederiz.

VITAMINE MACHINE

The machine is used to mix additives to the flour in the screw conveyor.
Additives weight can be adjusted through the RPM driver from 10
to 300 grams. To avoid heat of the electrical motor while working
at low rpm, an extra cooling fan is added. The mixing and scraping
pallet feeds regularly to the screw conveyor additives so the required
mixture is homogeneously made. The reduction motor is 0.55 kKW-
27rpm. The storage capacity is approximately 60 liters. As an option
any desired capacity can be obtained by adapting the size of the pitch.
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